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WHAT TOOLS

1 DO I NEED?

& Screw Gun / Drill
& 5mm Hex Head Dirill Bit

& Paint / Qil / Sealer
to finish

. When working with treated timber

" werecommend using safety

| equipment; gloves, safety goggles
and dusk mask.
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STANDARD SIZES |

TOTAL  TOTAL
RISE RUN

NO. OF
_ TREADS

(mm) (mm)
\ 1 Tread 330
k . 4 H 2Tread 495 550 Yo 4
I E_ % 3Tread | 660 790
8 " +| 4 Tread 825 1030
_ TOTALWIDTH 970 mm pr
- l.e. 900mm Treads + 45mm Stringers (x2) - 10mm Rebates (x2) - y £ 9 ’ U 990 1270
R T R T R T R .| 6Tread | 1155 1510
‘ ‘ \ o
2 ¥ R\ 2 | T Tread 1320 1750
i 8Tread | 1485 1990
Premium Grade Treated o 9 Tread 1650 2230
Pine Stringers & Treads F7 Tt\; e
» LOSP H3. } |10 Tread | 1815 2470 |7
1 271 :
150mm Bugle Head Screws \ 1Tread | 1980 0 %
12 Tread 2145 2950
> Threaded Rod
— L 9 (5+ Treads as required) ‘ 18Tread | 2310 3190
' , 14 Tread | 2475 3430
+ Step-by-Step Instructions
15 Tread 2640 3670
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